PROLGCT BULLETIN COVER-TEX

BULLETIN NO:  J-5307

Loy ALL ACCESSCRY WALL TEXTURE DATE: 7-8-75
FPRCIUCTS { NON-ASBEESTOS) PAGE: 1 of 2
APTTIOVALS: FROTYCING PLANT: CANCELS: J-5307
SEATTLE - DATE: =374
BULLETIN " DESGRIPTICH A POUNDS GALLONS
220 %aiting 43,44 1000
442 Talcron 44-31 21,72 500
247 Mica, Sericite "8 13,03 300
446 Titanium Pigment 1.09 25
056 Wyojel Clay 3.26 75
489 Wollastonite 1_3;.03 3G
102 Di Ammonium Phosphate 0,13 3
022 Ammonium Bi Borate 0.13 3
245 Cellosize CP-4400-H 0,35 8
453 Preservative 0.13 3
435 Casein 1.09 22 -
164 Glyoxal 80% S 0.30 . 7
436 Staramic 747 2.17 50
430 STPP 0,13 2
TOTAL 100,00 2302
MANUF, RING INSTRUCTIORS:

1. Mising time shzll be & minutes minimum and 12 minutes maximum,
2. Blank out astestos warning on sacks,

LUALITY CONTROL:

TM-14A

Th=-3A

Viscosity, 100 gm cone @ 5 sec,,
200 gm per 150 cc water

Bend

30 = 40 mm

Equal to Standard

KG2000781




PRODUCT BULLETIN

Wet Rub Test

COVER-TEX BULLETIN NQ: J-5307
DRYWALL ACCESSORY WALL TEXTURE DATE: 7-8-75
_.PRODUCTS (NON-ASBESTOS ) PAGE: 2 of 2
APPROVALS PRODUCING PLANT: CANCELS: J=5307
- ) - SEATTLE DATE:. 6-23-74
ROT PEC
Test Method
T™=-1 Viscosity, 100 gm cone @ 5 sec.
200 gm to 150 cc water 30 - 40 mm
TM-1A Viscosity (mixing water of 110 ce/ . L
100 gm) eps - 25,000 - 35,000
™™=2 pH (Corning meter) 8.2 - 8,8
TH-34 Bond @ 70°F Satisfactory
- TM-17 spplication Equal to Standard ‘
. TM-18 . Water Resistance {minutes) 2 minimom
™-19 - Settling {inches) 3/16" maximum
TM-20 Cracking . No cracks
T™M~-25 Normal Application Consistency, ec 85 ~ 95
CTM-37 Resistance to Souring Noc odor after 30 days
~at 110°F
TM=-39 Paintability Test Equal .to Standard
TH=-41 5 minutes

KG2000782




